Maquina de Vacuo MEM 4
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Maquina de Vacuo MVM 310
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Maquinas de Vacuo

Maquina de Vacua MVM 620

Modelo Material Largura Profundidade Preco
Model Material Width Depth Price
MEM - 100 Sacos  Plastico Gofrado ~ 150mm 300mm 27€
MEM - 100 Sacos  Plastico Gofrado 200mm 300mm 32€
MEM - 100 Sacos  Plastico Gofrado  200mm 400mm 39€ -~ ~
MEM - 100 Sacos  Plastico Gofrado  300mm 400mm 51€ %‘l
MVM - 100 Sacos Plastico Liso 200mm 300mm 33€ %
MVM - 100 Sacos Plastico Liso 250mm 300mm 38€
MVM - 100 Sacos Plastico Liso 300mm 400mm 52€
MVM - 100 Sacos Plastico Liso 400mm 600mm 92€
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Largura Profundidade  Altura Camara Vacuo Vacuo Barra (mm) LarguraSaco Peso Poténcia Tensdo | Freq. Preco

Width Depth Height Vacuum Chamber Vacuum Sealing Beam Bag Width Weight Power Tension | Freq. Price

€14010213 MEM3 375mm  297mm  145mm 11lt/min 310 300mm 8  450W 220/240V-50Hz 546€
C14010213_000 MEM4 470mm  308mm 154mm 20Lt/min 420 400mm  10.5 850W 220/240V-50Hz 966€
€14010213_001 MVM 250 357mm  490mm  329mm 270x352x150mm  4m¥h 250 250mm  23.6 350W  230V-50/60Hz 2118€
€14010213_003 MVM 310 415mm  592mm  407mm 343x434x175mm 12m%h 310 300mm 35  750W 230V-50Hz  2839¢
€14010213_004 MVM 410 535mm  591mm  438mm 441x449x170mm 12m%h 410 400mm  50.5 750W 230V-50Hz  3070€
C14010213_006 MVM 455 600mm  710mm  1035mm 485x550x175mm  25m¥h 455 400mm 116 1200w 230V-50/60Hz 6036€
C14010213_007 MVM 620 765mm  710mm  1050mm 650x535x200mm  60m%¥h 2x620 400mm 167 1500W 400V-50/60Hz 9284€

Caracteristicas Técnicas Technical Features

- Vedante Magnético para Iniciar o Ciclo de Vacuo, permite a
Eliminacdo de Alavanca do Micro Switch e, consequentemente,
Pecas Eletromecanicas sujeitas a Desgaste

- Camara de Vacuo Integralmente em Ago Inoxidavel Fundido,
com Acabamento Polido e Cantos Redondos para Garantir uma
Perfeita e Facil Limpeza

- Painel de Controlo para a Criacdo de Vacuo Sensorial por Niveis de
Configuragao Percentuais de Vacuo, Equipado com 10 Programas,
6 Botdes, 4 Leds e um Display de 3 Digitos

- Equipamento Trifasico Fornecido Sem Ficha

- Magnetic Reed to Start the Vacuum Cycle, which allows the
Elimination of the Microswitch Lever and Consequently of those
Electromechanical Parts Subject to Wear

- Vacuum Chamber Integrally Stainless Steel Molded, with a
Polished Finish and Rounded Corners to Ensure a Perfect
and Easy Cleaning

- Control Panel for the Creation of a Sensorial Vacuum by Setting
Percentage Levels of Vacuum, Equipped with 10 Programs, 6
Buttons, 4 Leds and a 3 Digit Display

- Triphase Equipment Supplied Without Plug
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